
MISSISSIPPI DEPARTMENT OF TRANSPORTATION 
 
SPECIAL PROVISION NO.  907-401-2 CODE:  (IS) 
 
DATE: 11/04/2005 
 
SUBJECT: Hot Mix Asphalt (HMA) 
 
Section 401, Hot Mix Asphalt (HMA) - General, of the 2004 Edition of the Mississippi Standard 
Specifications for Road and Bridge Construction is hereby amended as follows: 
 
Delete in toto Subsection 401.02.6.2 on pages 248 and 249, and substitute: 
 
907-401.02.6.2--Assurance Program for Mixture Quality.  The Engineer will conduct a 
quality assurance program.  The quality assurance program will be accomplished as follows: 
 

1) Conducting verification tests. 
2) Validate Contractor test results.    
3) Periodically observing Contractor quality control sampling and testing. 
4) Monitoring required quality control charts and test results. 
5) Sampling and testing materials at any time and at any point in the production or laydown 

process. 
 

The rounding of all test results will be in accordance with Subsection 700.04. 
 
The Engineer will conduct verification tests on samples taken by the Contractor under the direct 
supervision of the Engineer at a time specified by the Engineer.  The frequency will be equal to or 
greater than ten percent (10%) of the tests required for Contractor quality control and the data will 
be provided to the Contractor within two asphalt mixture production days after the sample has been 
obtained by the Engineer.  At least one sample shall be tested from the first two days of production.  
All testing and data analysis shall be performed by a Certified Asphalt Technician-I (CAT-I) or by 
an assistant under the direct supervision of the CAT-I.  Certification shall be in accordance with the 
MDOT HMA Technician Certification Program chapter in the Materials Division Inspection, 
Testing, and Certification Manual.  The Department shall post a chart giving the names and 
telephone numbers for the personnel responsible for the assurance program.  
 
The Engineer shall be allowed to inspect Contractor testing equipment and equipment calibration 
records to confirm both calibration and condition.  The Contractor shall calibrate and correlate all 
testing equipment in accordance with the latest versions of the Department's Test Methods and 
AASHTO Designation: R 18. 
 
Random differences between the Engineer's verification tests and the current running average of 
four quality control tests at the time of obtaining the verification sample will be considered 
acceptable if within the following limits: 
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Item Allowable Differences 
Sieve - % Passing  
3/8-inch and above 6.0 
No. 4 5.0 
No. 8 4.0 
No. 16, for 4.75 mm mixtures ONLY 3.5 
No. 30 3.5 
No. 200 2.0 
AC Content 0.4 
Specimen Bulk SG, Gmb @ NDesign 0.030 
Maximum SG, Gmm 0.020 

 
If four quality control tests have not been tested prior to the time of the first verification test, the 
verification test results will be compared to the average of the preceding quality control tests.  If the 
verification test is the first material tested on the project or if a significant process adjustment was 
made just prior to the verification test, the verification test results will be compared to the average of 
four subsequent quality control test results.  For all other cases after a significant process 
adjustment, the verification test results will be compared to the average of the preceding quality 
control tests (taken after the adjustment) as in the case of a new project start-up when four quality 
control tests are not available.      
 
In the event that; 1) the comparison of the Contractor’s running average quality control data and 
Engineer’s quality assurance verification test results are outside the allowable differences in the 
above table, or 2) if a bias exists between the results, such that one of the results is predominately 
higher or lower than the other, and the Engineer’s results fail to meet the JMF control limits, the 
Engineer will investigate the reason immediately.  As soon as the need for an investigation becomes 
known, the Engineer will increase the quality assurance sampling rate to the same frequency 
required for Contractor testing.  The additional samples obtained by the Engineer may be used as 
part of the investigation process or for routine quality assurance verification tests.  The Engineer's 
investigation may include testing of the remaining quality control split samples, review and 
observation of the Contractor's testing procedures and equipment, and a comparison of split sample 
test results by the Contractor quality control laboratory, Department quality assurance laboratory 
and the Materials Division laboratory.  The procedures outlined in the latest edition of MDOT’s 
Field Manual for HMA may be used as a guide for the investigation.  In the event that the 
Contractor’s results are determined to be incorrect, the Engineer's results will be used for the quality 
control data and the appropriate payment for the mixture will be based on the procedures specified 
in Subsection 401.02.5.8(j). 
 
The Engineer will periodically witness the sampling and testing being performed by the Contractor.  
The Engineer, both verbally and in writing, will promptly notify the Contractor of any observed 
deficiencies.  When differences exist between the Contractor and the Engineer which cannot be 
resolved, a decision will be made by the State Materials Engineer, acting as the referee.  The 
Contractor will be promptly notified in writing of the decision.  If the deficiencies are not corrected, 
the Engineer will stop production until corrective action is taken. 


